EXXON COMPANY, USA.

POST OFFICE BOX 120 ¢ DENVER, COLORADO 80201-0120

EXPLORATION DEPARTMENT
WESTERN DIVISION

~
RECEIVED
JUN 1 01985

DIVISION OF Ol
GAS & MINING

June 6, 1985

Walker Hollow Unit Area
Uintah County, Utah
, Contract No. 14-08-0001-471
e Amended 1985 Plan of Development

Chief-Branch of
Utah State Offj

Exxon Corporation, Unit Operator under the Walker Hollow Unit
Agreement, previously submitted its Review of 1984 Operations and
Plan of Development for 1985. We would now like to amend our Plan
of Development for 1985 to include the following wells to be drilled
during the 3rd or 4th quarter of 1985.

Well Name Location Obijective
Walker Hollow #69 1980' FWL, 1965' FSL Green River "D"
Sec. 2, T7S-R23E.

Walker Hollow #78 1000' FNL, 2600' FEL Green River "D"

Sec. 1, T7S-R23E.

Walker Hollow #79 900' FNL, 2600' FEL Green River "D"

Sec. 1, T7S-R23E.

We respectfully request your approval of this Amended Plan of

Development.
Very ,truly yours,
4| Hotel
ith W. Petrie
KWP:vl

c - see attachment

A DIVISION OF EXXON CORPORATION

bl



Dept. of Natural Resources

Div. of State Lands & Forestry
3 Triad Center, Suite 400

355 West North Temple

Salt Lake City, Utah 84180-1204

‘/ﬁgvision of 0il, Gas & Mining
3 Triad Center

355 West North Temple
Salt Lake City, Utah 84180-1203
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UNITED STATES

Form 3160~3
(N2vember 1983) (Other instructions on

reverse side)

SUBMIT IN: TRiSew/SATE®

Form approved.
Budget Bureau No. 1004—0136
Expires August 31, 1985

(formerly 9-331C)
-

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

5. LEASE DESIGNATION AND SERIAL NO.

U-28224

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

la. TYPE OF WORK

DRILL (3 DEEPEN [ PLUG BACK [J
b. TYPE OF WELL
:’l:u. gVAl:.LL OTHER ) ::b:ol“ ‘z'::': 1PLE D

6. IF INDIAN, ALLOTTES OR TRIBE NAME

7. UONIT AGREEMENT NAMS

8. FARM OR LEASE NAMSD

2. NAME OF OPERATOR
Exxon Corporation

Walker Hollow Unit

9. wBLL NoO.

3. ADDRESS OF OPERATOR

Box 1600, Midland, Texas 79702

79

4. lAA:CA‘l‘IQN OF WELL (Report location clearly and In accordance with any State requirements.®
suriace

1062' FNL and 968' FWL of Sec. (Lot 5)
At proposed prod. zone

10. FIELD AND POOL, OR WILDCAT
\ gﬁbe’:zéfﬁkﬂ:ﬂ -

[\} UJ '/l/ "l//rrb(jwlﬂf}‘

1. anc,, 7., R, M,, OR BLK,
AND BURVEY OR AREA

Sec. 1-T7S-R23E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE®

3,8 miles SW to Red Wash

13. sTATE

UT

12. COUNTY OR PARISH

Uintah

15. DIBTANCE FROM PROPUSED® 6 - 16. NO. OF ACRES IN LEABE 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAREST 1062 TO THIS WELL
PROPERTY OR LEASE LINE, FT. 42 .28
(Also to nearest drig. uait line, If any) 2 L
18. DISTANCE FROM PROT'OSED LOCATION® \ 19. PROPOSED DEPTH g J 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT. 1753 5900"'. Ff’ | Rotary
21. eLavaTioNs (Show whether DF, RT, GR, ete.) el 22. APPROX. DATT WORK WILL START®
Upon Approval
5151' GR pon App
2. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF CASING

WEIGHT PER FOOT

SETTING DEPTH

QUANTITY OF CEMENT -

81ZE OF HOLE
26" 207 944F 40° 60 cu ft.
12 1747 9 5/8" 40%# 400" 125 cu ft.
8 1/2V YA 26% 57007 405 cu ft.

RECEIVED
JUN 1 01985

" JIVISION OF OlL

~pe 0 RAMNUING

{N ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive sone and proposed new productive -

zone.

It proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, {f any.

24.

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and

SIGNED TLE Unit Head DATE 6_6_68
(This space for Federal or State ofiice Use) APPROVET I+ THE STATE
PERMIT NO. L/B - Dq’)' % Lo L/ L/ APFROVAL DATE (3o UT/:”' it iS;QN SF .
APPROVED BY TITLE /OT[D QA?/ 9@ Ml,N.‘NG
CONDITIONS OF APPROVAL, IF ANY: AT AL
- BY: : 3‘», ll
wSex Intructions On Rev JUELL, SPACING: Ll

11fully to make to any department or agency of the

United States any false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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) Waucer (fdottaws Upy it =79
Exxon Corporation -‘Ntéeen—Federt+—¢§

Section 1, T7S, R23E
Uintah County, Utah
BLM Eight Point Plan

The estimated tops of important geologic markers:

Green River 3,000
Green River "D" Zone - 4,500

The estimated depths at which the top and the bottom of anticipated
water, oil, gas or other mineral bearing formations are expected to be
encountered:

TOP BOTTOM HOW PROTECTED
Fresh Water Sur face 3,050’ Surface casing -~ (Cemented to
sur face) and Production .casing
0il and Gas 3,500 TD Production Casing - Cemented to .
2,500

Minimum specifications for pressure control equipment:

A. Casinghead Equipment:

"A" Section: 9-5/8" x 7" Screw Type - 2,000 PSI Sweet
Tubing Head: 7" x 2-7/8" x 2-1/16" Screw Type (Dual) - 2000 PSI
Tree: Artificial Lift Equipment

B. Blowout Preventer Equipment:

TYPE PRESSURE RATING INSTALLED ON CASING

Type-2A BOP Stack 2,000 psi ‘ 9-5/8"

Refer to attached drawing and list of equipment titled "Type 2A" for
description of BOP stack and choke manifold.

C. BOP Control Unit:

Unit will be hydraulically operated and have at least one control station
located 60' from the wellbore.

D. Testing:

When installed on the 9-5/8" surface casing the BOP stack will be tested to
a low pressure (200-300 PSI) and to 1,500 PSI. Casing rams will be tested
in like manner when installed prior to running production casing. An
operational test of the BOP will be per formed on each round trip (but not
more than once each day) with the annular and pipe ram preventers closed on
drill pipe.
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| ton - HSEE e T
Exxon Corporation - W

Uintah County, Utah
Eight Point Plan
Page 2
4. Auxiliary Equipment and Proposed Casing Program:
A. Auxiliary Equipment:
Kelly Cocks: Upper and lower installed on kelly.
Safety Valve: Full opening ball type to fit each type and size of
drill pipe in use will be available on rig floor at all
times, in the open position for stabbing into drill

pipe when kelly is not in the string.

Trip tank to insure that hole is full and takes proper amount of fluid
on trips will be used during drilling of production hole.

B. Casing:

Strin Size/Weight /Grade/Conn. Depth Interval
String p!

Conductor 20" /94#/KX-55/STC 0- 40'
Sur face 9-5/8"/40#/K-55/LTC 0- 400'
Production 7' /26#/N-80/LTC 0-5,700'

C. Cement :

Approximate Top of Cement
Casing Depth Cement Type Cement Volume (Gauge Hole)
20" 40' Redi~-Mix 60 FT3 Sur face
9-5/8"  400°' Light Cement 100 FTg Sur face
Class "H" 25 FT
A D Light Cement 270 FT; 2,500'
Class "H" 135 FT

D. Casing Test Procedures:
1. Sur face Casing ( 9-5/8"): 1,500 psi Test Pressure
2. Production Casing (7"): 2,000 psi Test Pressure
5. Circulating Medium Characteristics:

A. Type and anticipated characteristics of circulating medium:
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- ‘Exxon Corporation-— -

Uintah County, Utah
Eight Point Plan

Page 3
Depth Weight FV PV YP WL
Interval Mud Type (ppg) (Sec/Qt) (cp) (#/100sf) (cc/30 min)
0-Sur face Fresh Water  -——======--- Properties uncontrolled--==-===~=====-m=
Csg Seat Spud Mud -
Surface Csg FW 8.4- 9.0 28 5-12 5-25 10~-15

Seat-2,800'

2,800'-TD FWM 8.5~ 9.1 32-49 5-15 5-25 <10

Not less than 200 BBLS of fluid will be maintained in the pits.

Weighting material should not be needed.
6. Anticipated type and amount of testing, 1oéging, and coring:
Drill stem tests and coring are not planmed.
.LoggigﬁrPrqgram: SP~-GR-DIL

CNL-FDL-GR-Caliper
Repeat Formation Tester

Mud Logger from approximately 2,000' to TD

7. Expected bottom hole pressures, abnormal pressures and temperatures or any

potential hazards:

A. Maximum bottom hole pressure anticipated is 2,500 psi.
B. No abnormal pressure or hydrogen sulfide hazards are anticipated.
8. Other Facets of Proposed Operation:

No special drilling operations are planned.

Completion Operationszl

Move in well servicing unit

Run in hole with a packer on a tubing string.
Per forate the Green River "D" zome.
Selectively acidize or fracture the formation as necessary.

equipment . Rig down well servicing unmit.
Place the well on test.

LJH/cdl
5/31/85

Remove treating equipment and run in hole with production
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TYPE-2A BOP STACK

ANNULAR AND ONE-RAM PREVENTER
API(RSA)
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e MANIFOLD
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A
SECTION

8 - SEE ITEM B ON PAGE 183,

*l'MWﬂMDMADGACHECKVMVI 1T MUST BE LOCATED NEXT TO THE 3PFOOL.

' . _/;
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1.

2.
3.

4.

e’ T
COMPONENT SPECIFICATIONS™
Type-2A BOP Stack

Screwed or flanged plug or gate vaives — 2" minimum nominal dia. — same working
pressure as "A" sectlo_r'l. ‘

Tee with tapped buliplug, needle valve, and pressure gauge.

Flanged plug or gate valve — 3" minimum nominal dia. — same working pressure as
BOP stack. .

Flanged flapper type check valve — 3" minimum nominal dia. — same working pres-
sure as BOP stack.

. Drilling spool of sufficient height to allow stripping with 2 flanged side outlets — 3”

choke and 2" kil line minimum nominal dia. (See Table 1i-4)

. Flanged hydraulically controlled gate valve — 3" minimum nominal dia. — same work-

ing pressure as BOP stack.

. Flanged plug or gate valve — 3" minimum nominal dia. — same working pressure as

BOP stack.

. Top of annular preventer must be equipped with an AP! flange ring gasket. All flange

studs must be in place or holes filled in with screw type plugs.

NOTE:
a) Unless specified otherwise in the Bid Letter and/or Contract, the contractor will furnish

and maintain all components shown above Exxon’s wellhead.

b) The choke line between the drilling spool and choke manifold should not contain any

bend or turn in the pipe body. Any bend or turn required should be made with a
running tee with a blind flange or welded bullplug. All connections should be flanged
or welded. All fabrications requiring welding must be done by a certified welder.
Welds should be stress relieved when required.

c) Plug valves should be equivalent to the Howco Lo-Torc and gate valves equivalent

to the Cameron Type ‘F'.

1-87



FIGURE V-1

GUIDELINE FOR ARRANGEMENT OF TWO CHOKE MANIFOLD

FROM STANDPIPE
—

3’ MINIMUM LENGTH

TOMUD/GAS
SEPARATOR

| ORSHA-KER @ | @

TO FLARE

TO MUD/GAS SEPARATOR

V-8
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COI_JONENT SPECIFICAT'ONS _
Figure V-1

1. Accurate pressure gauge (Martin Decker or equal) for measuring standpipe pressure.
This gauge must be installed on a flexible Martin Decker or equal sealed fine with
transducer and have a working pressure rating equal to that of the BOP stack.

2. Diaphram type pressure gauge and gate or plug vaive — 2" minimum nominal dia. —
flanged to 5 way cross or to tee and valve installed between cross and first valve.

3. Flanged or studded cross — 3" x 3" x 2" X 2" x 2" minimum nominal dia.

4. Flanged plug or gate valve — 2" minimum nominal dia. — valve to be same W.P. as
choke.

5. Flanged plug or gate valve — 3" minimum nominal dia. — valve to be same W.P. as
choke. ' ‘

6. Flanged manually-adjustable choke equipped with tungesten carbide stems and seats
and maximum size orifice opening. ‘

7. Flanged spacer spool — 2" minimum nominal dia. and 18" minimum length.
8. Screwed unions — 3" minimum nominal dia., flat face, hammer type.

9. Screwed unions — 2" minimum nominal dia., flat face, hammer type.
10. Screwed plug or gate valve — 3” minimum nominal diameter.
11. Screwed plug or gate vaive — 2" minimum nominal diameter.
12. Buffer Chamber Is optional — 8" minimum nominal dia. (Sch. 160 preferred).
13. Saddle welded to manifold with 3" screwed bullplug in place.
14. Screwed buliplug with screwed 1/2" needle valve for obtaining a flowing fluid sample.
15. Screwed tee — 2" minimum nominal diameter.

. NOTE:

A. The rated working pressure of the choke manifold equipment will be specified in the
BID LETTER AND/OR DRILLING CONTRACT. ‘

B. Uniess specified otherwise in the BID LETTER AND/OR DRILLING CONTRACT, the
Contractor wiil furnish and maintain all components shown except Item 1 which will be
furnished by Exxon.

C. Contractor must furnish an acceptable mud/gas separator for each well. This separator
must be equipped. with a 6” (minimum nominal dia.) gas flare line.

D. All components must comply with the attached Specifications for Choke Manifold Pip-
ing, Fitting, and Connections.

E. Plug valves shouid be equivalent to the Howco Lo-Torc and Gate Valves equivalent to
the Cameron Type 'F'.

F. Crosses and valves may be substituted for the buffer chamber — ltem 12.

G. Hydraulic choke may be substituted for one manuai choke.



SURFACE USE PLAN

. Wawcer Noltaw amz &9
Exxon Corporation

1062' FNL & 968' FWL of Section 1, T7S R23E
Federal Lease No. U-28224
Uintah County, Utah

EXISTING ROADS - Area Map, _Exhibit "A" is a reproduction of a
composite of the Jensen, Redwash, Dinosaur NW, and Cliff Ridge, Utah
USGS 7.5' quads. Existing roads are shown on this map.

A.

B.

Exhibit "A" shows the proposed well site as staked.

From Vernal access route travels south-easterly on Highway 264
approximately 24.8 miles to Red Wash, thence easterly on oil
field road 3.8 miles to a fork. Route follows left fork 0.5 miles
to the Walker Hollow Unit Waterflood Plant and an intersection.
Route turns north at this intersection and continues approxi-
mately 2.85 miles past Exxon's Nilsen Federal #1 to new road
running approximately 7300' southwest to location.

The existing roads within a one-mile radius are shown on Exhibit
"A", Minor upgrading of existing oil field road will be performed
as needed.

PLANNED ACCESS ROADS - As shown on Exhibit "A", an additional 8Q0' of
new access road will be constructed. (Point "C" to Location)

A.

F.

G.

The road will be a minimum of 16' wide and graveled where
necessary.

The maximum grade will be less than 10 percent.
12' % 100' turnouts will be placed as needed with a transition
length of 25' on each end. Each turnout will be surfaced and

maintained in equal condition as the access road.

Drainage structures and culverts will be installed where neces-
sary.

There are no fence cuts or cattleguards.
No major cuts will be needed.

Proposed new road has been centerline flagged.

LOCATION OF EXISTING WELLS WITHIN A ONE-MILE RADIUS

A.

Water Wells - None.



H.

I.

e’ ~

Abandoned Wells - Kembark Gov't #1 as shown on Exhibit "A".
Temporarily Abandoned Wells - None.

Diéposal Wells - None.

Drilling Wells - None.

Producing Wells - See Exhibit "A."

Shut-In Wells - Nome.

Injection Wells - See Exhibit "A."

Monitoring or Observation Wells for Other Resources - Nome.

LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A.

Existing facilities within a one-mile radius of proposed location
are shown on Exhibit "A".

Production facilities for this well will be located on the well
pad and at the existing tank battery located approximately 5000
south of the proposed location. (See Exhibit "A")

Production facilities on the well pad will consist of a pumping
unit and line heater.

0il and gas gathering lines, and disposal lines will be laid along
the existing or proposed roads to the existing lines.

Exxon will enlarge the existing tank battery on the existing site
if necessary to accommodate the additional production.

Rehabilitation will be done on any disturbed areas no longer
needed for operations after completion of the production facili-
ties. This will consist of reshaping the existing surface and
seeding as specified.

If there is a change in plans on location and type of production
facilities a Sundry Notice will be submitted.

LOCATION AND TYPE OF WATER SUPPLY

A.

Water will be hauled over existing roads or piped alongside
existing and proposed roads from the water supply tank located
approximately 2.85 miles south-southeast of the location (see
Exhibit "A"). No new roads will be needed for the water supply.



8.

9.

\— ~r'

SOURCE OF CONSTRUCTION MATERIALS - Contractor will furnish gravel and
haul from a source outside of the area. Gravel will be hauled over
existing and proposed roads.

WASTE DISPOSAL

A.

Waste materials will be contained and disposed of as follows:

1.

2.

Drill cuttings will be disposed of in the reserve pit.

Trash, waste paper, and garbage will be contained in a trash
pit, fenced with small mesh wire to prevent wind-scattering
during storage and then burned; this pit is shown on the rig
layout. Residue in the pit after completion of operations
will be buried either within the pit or in the reserve pit by
at least a 24" cover. When the rig moves out, all trash and
debris left at the site will be contained to prevent
scattering and will be either burned in the trash pit or
buried at least 24" deep within 30 days unless ground freeze
prevents burial.

Salts that are not used in the drilling fluid will be removed
from the location by the supplier.

Sewage from trailer houses will drain into holes at least 10'
deep, which will be covered until backfilled. An outdoor
toilet will be provided for the rig crews and this area will
be backfilled during clean-up after the rig move-out.

Chemicals that are not used in the drilling and the comple-
tion of the well will be removed from the location by the
supplier.

Drilling fluids will be allowed to evaporate in the reserve pit

until the pit is dry enough for backfilling. Water produced
during tests will be disposed of in the reserve pit. 0il produced
during tests will be stored in test tanks until sold, at which
time it will be hauled from the site. In the event fluids in the
pit do not evaporate in a reasonable period a spraying or misting
technique may be used to increase the evaporation rate or fluid

will be hauled by tank ttuck to an approved disposal site.

ANCILLARY FACILITIES

A.

No camps, airstrips, etcetera, will be constructed.

WELLSITE LAYOUT

A.

Exhibit "B" (Scale 1" - 50') shows proposed wellsite layout.



10.

11.

This Exhibit indicates proposed location of mud, reserve, and
trash pits; pipe racks and other major rig components; living
facilities; soil stockpile; parking area; and turn-in from access
road. Earthwork required for construction is also shown.

Mud pits in the active circulating system-will be steel pits, and
the reserve pit is proposed to be unlined unless subsurface
conditions encountered during pit construction indicate that
lining is needed for lateral containment of fluids.

1. If pit is lined, the material is a carbom black 6 mil low
density polyethylene film. The material is run at 90° to the
dike center and is double folded and stapled together. The
edges are buried 12" deep along the top of the outside dikes,
with sand bags placed to hold the interior of the liner in
place. ‘

RESTORATION OF SURFACE

A.

Upon completion of the operation and burial of any trash and
debris as discussed earlier, pits will be backfilled and leveled
or contoured as soon as practical after drying-time. Drillsite
surface will be reshaped to combat erosion, and stockpiled
topsoil will be distributed to extent available. Prior to
leaving the drillsite upon rig move-out, any pit that is to remain
open for drying will be fenced and so maintained until backfilled
and reshaped.

Exxon will rehabilitate the road as per BLM recommendations.

Revegetation of the drill pad will comply with BLM specifica-
tions.

Any oil on pits will be removed or otherwise disposed of to BLM
approval.

Rehabilitation operations will start in a timely manner after
completion and be completed to BLM specifications as soon as is
practical. ' '

OTHER INFORMATION

A.

The location is located near several drainages. These drainages
will be rerouted if necessary around the site. Vegetation is very
sparse and includes sage brush and native grasses.

Surface use is grazing and BLM administered. It is leased to
L. Glenn Murray from Vernal, Utah.



12.

13.

C. There are no dwellings, archaeological, historical or cultural
sites apparent in the area. This site is in the low rating zone
as determined by the BLM publication "Sample Inventories of 0il
and Cas Fields in Eastern Utah 1978-1979," and the BLM archaeolo-
gist, on April 18, 1985, waived the archaeologic and cultural
resource inventory requirement for this site and access road.

D. There are no buildings of any kind in the area.

E. Federal Lease U-28224 consists of the following: Lots 1-8,
Section 1, T6S R23E.

OPERATOR'S REPRESENTATIVE - Exxon's field representative for contact
regarding compliance with the Surface Use Plan is:

Tom Mixon

P.0. Box 230

Midland, Texas 79702

Office Phone: 915/686-4734

CERTIFICATION - I hereby certify that I, or persons under my direct
supervision, have inspected the proposed drillsite and access route;
that I am familiar with the conditions which presently exist; that the
statements made in the plan are, to the best of my knowledge, true and
correct; and, that the work associated with the operations proposed
herein will be performed by Exxon Corporation and its contractors and
subcontractors in conformity with this plan and the terms and
conditions under which it is approved. A copy of this plan will be
posted at the wellsite during the drilling of the well for reference
by all contractors and subcontracts.

Tom Mixon
Operations Superintendent

Date

for on-site inspection, contact:

Melba Knipling
915/686-4406
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CPERATOR _ Ly X am_ me;i%m. J DATE _ (o—{0-Rex
WELL NAME )y Lboon it I '

ssc AA 5- ) C,va)) T 15 R 23E  COWNTY (Lintalbo
[rgtr’)
Y3 o¥I-3uH [ =
APT NUMEER ——M/%LS‘TYPE OF LEASE

CHECK OFF: )
—y P /%ND NEAREST WELL

LEASE FIELD 1 POTASH OR

d v’ /| 0IL SHALE

PROCESSING COMMENTS:

/1424442 S ntop

Ol s LoD — Torese & B, é/@/ﬁj

APPROVAL LETTER:

SPACING: [~} A-3 (sl vr Hollow c-3-a
ONIT CAUSE NO. & DATE
c-3-b c-3-c
STIPULATIONS:
VAN =
11/2/84
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k‘ )‘ STATE OF UTAH Norman H. Bangerter, Govémor

v NATURAL RESOURCES Dee C. Hansen, Executive Director

Qil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director
355 W. North Temple » 3 Triad Center « Suite 350 + Salt Lake City. UT 84180-1203 - 801-538-5340

June 20, 1985

Exxon Corporation
Box 1600
Midland, Texas 79702

Gentlemen:

Re: Well No. Walker Hollow Unit 79 - Lot 5, Sec. 1, T. 7S, R. 23E
1062' FNL, 968' FWL - Uintah County, Utah

Approval to drill the above-referenced oil well is hereby granted in
accordance with Section 40-6-18, Utah Code Annotated, as amended 1983; and
predicated on Rule A-3, General Rules and Regulations and Rules of Practice
and Procedure, subject to the following stipulations:

1. Prior to commencement of drilling, receipt by the Division of
evidence providing assurance of an adequate and approved supply of
water.

In addition, the following actions are necessary to fully comply with
this approval:

1. Spudding notification to the Division within 24 hours after drilling
operations commence.

2. Submittal to the Division of completed Form OGC-8-X, Report of Water
Encountered During DOrilling.

3. Prompt notification to the Division should you determine that it is
necessary to plug and abandon this well. Notify John R. Baza,
Petroleum Engineer, (Office) (801) 538-5340, (Home) 298-7695, or
R. J. Firth, Associate Director, (Home) 571-6068.

4, Compliance with the requirements and regulations of Rule C-27,

Associated Gas Flaring, General Rules and Regulations, Oil and Gas
Conservation.

an equal opportunity employer
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Exxon Corporation

Well No. Walker Hollow Unit 79
June 20, 1985

5. This approval shall expire one (1) year after date of issuance unless
" substantial and continuous operation is underway or an application
for an extension is made prior to the approval expiration date.

The API number assigned to this well is 43-047-31644.

Sincerely,

2L K-S

hn R. Baza
etroleum Engineer

as
Enclosures
cc: Branch of Fluid Minerals



Fonm 3160-3
(November 1983)
(formerly 9—331C)

reverse side)

UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

v
SUBMIT IN TRIPLICATE®
(Other instructions on

Form approved.
Budget Bureau No. 1004—-0136
Expires August 31, 1985

3. LEASE DESIGNATION AND SERIAL NO.

U-28224

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

la. TYPE OF WORK

6. IF INDIAN, ALLOTTER OR TRIBE NAME

7. UNIT AGREEMENT NAME

8. FARM OR LEASE NAMD

Walker Hollow Unit

DRILL (X DE PLUG BACK [J
b. TYPE OF WELL ﬁEEElVFL
olL GAS BINGLE E MULTIPLE
WELL WELL OTHER ZONE ZONE
2. NAME OF OPERATOR p
Exxon Corporation w 08 198>
3. ADDRESS OF OPERATOR
Box 1600, Midland, Texas 79702 DIVISION Ut OlL
4

9. WRLL NO.

79

. LOCATION OoF WELL (Report location clearly and in accordan {rements.®)
At suriace po GAQ &nimflfl ‘{'z

1062' FNL and 968' FWL of Sec. (Lot 5)

At proposed prod. zone

10. PIELD AND POOL, OR WILDCAT

Walker Hollow

11. sBC., T, BR., M., OR BLK,
AND BURVEY OR AREA

Sec. 1-T7S-R23E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE®

3.8 miles SW to Red Wash

13. BTATE

uT

12. COUNTY OR PARISH

Uintah

15, DISTANCE FROM PROPUSED® [} 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAREST 1062 TO THIS WELL
PROPERTY OR LEASE LINE, FT 8
(Also to nearest drig. unit Ilne if any) 242 . 2
18. ols-x;ww FROM rnorono;.ocuxon' , 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEAAE, ¥T. 1753 5900' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etec.) 22. APPROX. DATE WORK WILL START®
Upon Approval
5151' GR pon App
23. PROPOSED CASING AND CEMENTING PROGRAM e
SIZE OF HOLE S1ZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
26™ 20" 944F 407 60 cu ft.
12 1/4" 9 5/8" a0 400" 125 cu ftt, i
8 1/27 77 263 5700° 405 cu ft. "Iis/oJ . *

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive sone and proposed new productive

gone.

preventer program, if any.

If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths.

Give blowout

24.

Unit Head

TITLE

6-6-68

DATE

SIGNED

WT-0280-5-M-1711

(This space for Federal or State office Vle)

APPROVAL DATE

PERMIT NO.

TITLE

DISTRICT MANAGER

*See Instructions On Reverse Side

/OA fom
[av4

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. t‘xctntxous or fraudulent statements or representations as to any matter within its jurisdiction.
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Company Exxon Corporation Well No. WHU No. 79

Location Sec. 1 T7S8 R23E Lease No. U~-28224
Onsite Inspection Date 06-26-85

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore 0il and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance. ' ' '

A. DRILLING PROGRAM

1. All fresh water and prospectively valuable minerals (as described
by BLM at onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

2. Pressure Control Equipment

BOP and choke manifold systems will be consistent with API RP 53.

- Pressure tests will be conducted before drilling out from under all
. casing strings which are set and cemented in place. Blowout
preventer controls will be installed prior to drilling the surface
casing plug and will remain in use until the well is completed or
abandoned. Preventers will be inspected and operated at least
daily to ensure good mechanical working order, and this inspection
recorded on the daily drilling report. Preventers will be pressure
tested before drilling casing cement plugs.

in order to have a BLM representative on location during pressure
testing.

3. Casing Program and Auxiliary Equipment

The District Office should be notified, with sufficient lead time,
in order to have a BIM representative on location while running all
casing strings and cementing.

4. Mud Program and Circulating Medium

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate
protection of fresh water aquifers.

-The District Office should be notified, with sufficient lead time,

ca
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Coring, Logging and Testing Program

Whether the well is completed as a dry hole or as a producer, 'Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core anal-
yses, well-test data, geologic summaries, sample description, and
all other surveys or data obtained and compiled during the drill-
ing, workover, and/or completion operations, will be filed with
Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AO).

No location will be comstructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of the
AO. If operations are to be suspended, prior approval of the A0
will be obtained and notification given before resumption of opera-
tions.

The spud date will be reported orally to the AO within 48 hours
after spudding. If the spudding occurs on a weekend or holiday,
the report will be submitted on the following regular work day.
The oral report will be followed up with a Sundry Notice.

In accordance with Onshore 0il and Gas Order No. 1, this well will
be reported on Form 3160-6 "Monthly Report of Operations", starting
with the month in which operations commence and continue each month
until the well is physically plugged and abandoned. This report
will be filed, in duplicate, to the Vernal BLM District Office, 170
South 500 East, Vernal, Utah 84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or
any other unusual occurrences shall be promptly reported in accord-
ance with the requirements of NTL-3A or its revision.

'If a replacement rig is contemplated for completion operations, a

“"Sundry Notice'" (Form 3160-5) to that effect will be filed, for
prior approval of the AO, and all conditions of this approved plan
are applicable during all operations conducted with the replacement
rig.

Should the well be successfully completed “for production, the AO
will be notified when the well is placed in a producting status.
Such notification will be sent by telegram or other written commun-
ication, not later than 5 days following the date on which the well
is placed on production.

Pursuant to NTL-2B, with the approval of a District Engineer,
produced water may be temporarily disposed of into unlined pits for
a period of up to 90 days. During the period so authorized, an
application for approval of the permanent disposal method, along

»
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with the required water analysis and other information, must be
submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/
flare gas during initial well evaluation tests, not exceeding a
period of 30 days or the production of 50 MMCF of gas, whichever
occurs first. An application must be filed with the District En-
gineer and approval received, for any venting/flaring of gas beyond
the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate Dis-
trict Office within 30 days of installation or first production,

. whichever occurs first. All site security regulations as specified
in 43 CFR 3162.7 shall be adhered to. All product lines entering
and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within 15 days
after receipt of the first production notice.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be ob-
tained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO within 30 days following comple-
tion of the well for abandonment. This report will indicate where
plugs were placed and the current status of surface restoration.
Final abandonment will not be approved until the surface reclama-
tion work required by the approved APD or approved abandonment
notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore 0il and Gas Order No. 1, lessees and operators
have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner
~which conforms with applicable Federal laws and regulations and
with State and local laws and regulations to the extent that such
State and local laws are applicable to operations on Federal or
Indian lands.

Daily drilling and completion reports shall be submitted to this
office on a weekly basis. -
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THIRTEEN POINT SURFACE USE PLAN

7.

Location of Tank Batteries and Production Facilities

All permanent (on site for six months or longer) structures con-
structed or installed (including oil well pumpjacks) will be
painted a flat, non-reflective, earthtone color to match the stan-
dard environmental colors, as determined by the Rocky Mountain 5
State Interagency Committee. All facilities will be painted within
6 months of installation. Facilities required to comply with
0.S.H.A. (Occupational Safety and Health Act) will be excluded.

All site security guidelines identified in 43 CFR 3162.7 regula-
tions will be adhered to.

All off-lease storage, off-lease measurement, or commingling on-
lease or off-lease will have prior written approval from the AO.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be conduc-
ted monthly for the first three months on new meter installations
and at least quarterly thereafter. The AO will be provided with a
date and time for the initial meter calibration and all future
meter proving schedules. A copy of the meter calibration reports
will be submitted to the Vernal District Office. All meter meas-
urement facilities will conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement.

Methods of Handling Waste Disposal

The reserve pit will not be lined unless subsurface conditions
encountered during construction indicate that lining is needed.

Burning will not be allowed. All trash must be contained in a
trash cage and then hauled away to a suitable disposal site at the
completion of drilling operations.

Produced waste water will be confined to an unlined pit for a per-
iod not to exceed 90 days after initial production. During the 90
day period, an application for approval of a permanent disposal
method and location, along with required water analysis, will be
submitted for the AO's approval. Failure to file an application
within the time allowed will be considered an incident of noncom-
pliance, and will be grounds for issuing a shut-in order.

Well Site Layout

The reserve pit will be located as indicated.

The stockpiled topsoil will be stored as indicated. The top six
inches of topsoil will be stockpiled. Existing drainages will be
rerouted around pad and topsoil stockpile.
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Access to the well pad will be as indicated.

Reserve pits will be fenced with a wire mesh fence and topped with
at least one strand of barbed wire.

Plans for Restoration of Surface

Before any dirt work to restore the location takes place, the re-
serve pit must be completely dry and all cans, barrels, pipe, etc.
will be removed.

If the wellsite is to be abandoned, then all disturbed areas will
be recontoured to the approximate natural contours.

The stockpiied.topsoii will be evenly distributed over the dis-
turbed areas.

Prior to reseeding, all disturbed areas, including the access
roads, will be scarified and left with a rough surface.

Seed will be broadcast or drilled at a time specified by the BLM.
If broadcast, a harrow or some other implement will be dragged over

the seeded area to assure seed coverage.

Other Information

There will be no deviation from the proposed drilling and/or work-
over program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR 3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accord-
ance with 43 CFR 3164.

'The dirt contractor will be provided with an approved copy of the

surface use plan.

A suitable cultural resource clearance has been received for the
project. If any cultural resources are found during construction,
all work will stop and the AO will be notified.

This permit will be valid for a period of one year from the date of
approval. After permit termination, a new application will be
filed for approval for any future operations.

In the event after-hour approvals are necessary, please contact omne
of the following individuals:

Craig M. Hansen (801) 247-2318
Assistant District Manager
for Minerals
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N
Gerald E. Kenczka
Petroleum Engineer

R. Allen McKee
Petroleum Engineer

p—

(801) 781-1190

(801) 781-1368



DIVISION OF OIL, GAS AND MINING

49-1377
(T61329)

SPUDDING INFORMATION APT #43-047-31644
NAVE OF COMPANY: EXXON
WELL NAVE: WALKER HOLLOW #79
Sec. 1

SECTION Lot 5 TOWNSHIP_ZS RANGE__23F COUNTY_Uintah

DRILLING CONTRACTOR___Benco

RIG #23
SPUDDED:  DaTE__12-27-85

TIME_9:00 AM___
How Dry Hole Digger

DRILLING WILL COMMENCE__Manning Rig #23

REPORTED BY George Brown

TELEPHONE # 789-7663

DATE 12-27-85 SIGNED

DJ
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BUREAU OF LAND MANAGEMENT
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SUBMIT IN TRIPLICATE®
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to drill or to deepen ‘or plug back to & different reservolr.

o
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Form approved.
Expires August 31, 1985

3

Budget Bureau No. 10040135

5. LEASE DESIGNATION AND SERLL NO.

Y

6. IF INDIAN, ALLOTTEZ O8 TRIBE NAME

ﬁ.ﬂn-w MOLEZMENT NAME
LTy

2 NaMB OF OPERATOR
Exxon Corporation

Attn:

Melba Knipling

S rrpog 1986 4

[J ;ranx ot LBass NaME

Walker Hollow Unit

3. 4DORESSS OF OPERATOR

9. wBLL Xo.

P. 0. Box 1600, Midland, Texas 79702 DIVISION OF 79 _
&, LOCaTION OF WELL (Report Tocation cleariy asd 18 sccordaace with any State mﬁm & M'N'NG 10. FISLD AND POOL, OR WILDCAT
See also space 17 below.) .
4t surface v Undesignated
1062' FNL and 968' FWL of Sec. (Lot 5) NW/4 LT8R 7. 1. M. on aLX. XD
Sec. 1-T7S-R23E
14. PERMIT NO. 15. SLZVATIONS (Sbow whether OF. ¥T. CR. €2} 12. COONTT OR PARISR| 13. STATE
5151' @GR Uintah uT

16.

NOTICE NP INTENTION TO:

TEST WATER SRUTOFT
PRACTURE TREAT
SMOOT OR ACIDIZE

RLPAIR WELL

PCLL OR ALTER C.ASINOG

MULTIPLE COMPILETE
ABANDON®

CHANGE PLANS

Check Appropnate Box To |v‘dicate Nature of Notice, Report, or Other Data

SUBESQUINT RBPOXT OF

waTER SRUT-OFP
PRACTURE TREATMENT
SEOOTING OR ACIDIZING
{Other)

SEPAIRING WILL

-

ALTERING CABING

ABANDONMENT®

10ther) Anprove Compl. Proc.

(Nots: Report resuita of maltipie
Completion or Recowpletion Beport

=

ecompletion on Well
aod Log form.)

17. DLSCRISE PROPUSED OR COMPLETLD oreraTions (Clearly state all porunoui details. and give pertinent dates. {aciuding estimated date of starting soy
oas and messired and true vertical depths tor all markers apd toges pertl-

pro work. If
nent to this work.) ¢

well is directioaally drilled. give subsurface locati

Please approve the attached completion procedure for this well.

Federal approval of this actien
is required before commencing

FACCEPTED
> OF UTAH

BY THE STATE
DIVISION OF

OlL, GAS, AND MINING
DATE: 2/7 o =

B

operations.
19 1 Fereoy certify that the fo g i3 true and correct .
’ Section Head 1-24-86
SIGNED TITLE DATE
This space for Federal or State ofice gae) U
APPROTTC BY TITLE DATE

CONUITIONS OF APPROVAL. IF ANTY:

—.iie 13 W.3. 2. Sec:iion 1001, makes it 2 cnime for any person knowingly and willfully to make

*See Instructions on Reverse Side

to any deparimen: or agency 2 the

R N Y

crrereAdimrinm
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WALKER HOLLOW UNIT No. 79
WALKER HOLLOW FIELD
1-78-23E
UINTAH COUNTY, UTAH
AFE No. 64006

COMFLETION PROCEDURE No. 1

i. MIRU WSU. NuU 3000 psi WP Class III BOF ‘s and pressure test per
company guidelines. RIH with bit and scraper for 7", 23# casing on 2~
7/8",6.5% EUE JSS tubing and cleanout hole to 5519°'%. Circulate hole
full of clean formation water.

2. RU 3000 psi WF Class II lubricator and pressure test per company
guidelines. RU wireline service company to run a CBL. Run log under
pressure per attached guidelines from PETD to 200° above indicated
cement top. Send copy of the log to the Midland office, Attn: Jeff
Bridgwater. RD wireline company.

3. RU 3000 psi WP Class Il lubricator and pressure test per company
guidelines. RU service company to perforate. Ferforate with a 4"
hollow steel carrier casing gun, 4 SFF, 90 phasing. Acceptable
charges are Schlumberger Hyper Jet 11, Dresser NCF V Jumbo Jet, SCS DF
Posidet, and Gearhart DML XXI1I. Obtain verbal quotes and report
results on daily report. Perforate the following intervals:

8B 5284°'-5292°
8C S5298°'-5336°
8D 5366 -538¢
L1, sS40/ -5425"

Use Gearhart’'s "Compensated Neutron Density Log" dated 1/09/86 for
correlation purposes.

4. RIH with fullbore packer and RBF for 7", 23# casing on tubing.
Place a SN above packer for use to pressure test tubing and as a swab
stop. Drop a SV and pressure test tubing to 6000 psi while RIH.

S. RU service Company to breakdown perfed intervals. Isolate each
zone with RBF and packer¥ Test REF to 3000 psi before FUH with packer
and setting. Breakdown perfs with 1 BBL of 90% Diesel/10% Corexit 7610
mixture per net foot of perfed interval. Pump diesel/solvent mixture
at a rate of 4-6 BFM but do not exceed 6,000 psi surface injection
pressure. Flush mixture to perfs with slicked lease water. No
diversion is required. Approximate volumes of of fluids required are
as follows:

a. Lease water - 130 BBLS

A Tieat aud tect B8 € 8B as me zone
1
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—_ EbwC ELUID EDRMULATIONS
FRE-PAD FLUID (per 1000 gallons):
900 gallons No. 2 Diesel (must contain no anti-gelling agents)
' 100 gallons Corexit 7610 (mutual solvent)

PAD AND PROPPANT LADEN ELUID (per 1000 gallons):
FOLYMULSION SYSTEM '
Mix Water Phase: 1000 gallons of clean fresh water

167 1bs KCL
404 gelling agent :
= gal Corexit 8596 (or equiv) &rwé o
- Friction Reducer and Breaker A .+ ¥4
(as required)

Water/0il Emulsion: 1) Mix 1/3 gelled water with 2/3
No. 2 Diesel (w/o0 anti-gelling
agents) on the fly to produce
polymulsion.

2) Add 20 1b Adomite Aqua per 1000
gallons of polymulsion for fluid
loss control.

NDTES: All mixing, storage, pumping, and transport equipment is to be
clean and free of alkaline contaminants such as lime or cement
residue. Use clean fresh water with a pH of 6-8 to mix up KCL water.

Check for borates which will tie up gel and prevent frac fluid +from
breaking.
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WALKER HOLLOW UNIT ND}'$9 ~ COMPLETION. PROCEDURE '

b. Diesel - 87 BBLS
c. Corexit 7610 — 9 BBLS

Swab test each interval separatelyM
Take +fluid samples of each zone's proauction and send to Core Labs in
Evanston for analysis. Data is to be used by the Field Studies Group
for tertiary recovery data.

b. Unseat RBP and reset at SS00°'+. FPUH with packer and set at
5250°‘+. Pressure test backside to 2000 psi. Prepare to frac the 8b,8c,

8d, La1 formations.

7. Obtain bids from Service Companies per the attached "Field
Bidding Worksheet". Fill out worksheet and return to the Midland
office, Attn: J. Bridgwater. MIRU successful Service Company to
fracture stimulate the Green River formation. KRig up all equipment
150° from the wellhead. Use double block valves (10,000 psi WF) in
treating  lines at wellhead with a check wvalve (10,000 psi WF)
installed in the line downstream of the block valves. Set pop-off on
annulus at 2000 psi. Lay line to pit and stake. Stake all treating
lines. All lines are to be staked to deadman anchors. Hold safety
meeting prior to pumping job. Tie a pump truck to the annulus and
maintain 1500 psi on backside during job. Test treating lines to 8,000
psi. Rig up 10,000 psi pressure recorder to monitor SITF for 1 hour
after shut—-in. Send results of recording to the Midland office, Attn:
J. Bridgwater.

8. Fracture stimulate the Green River formation down tubing at 12
BPM with a polymulsion system containing 4000 gallons diesel prepad,
23,000 gallons of 40# polymulsion, and 24,000 lbs of 20/40 mesh sand.
Pump the treatment as follows:

a. Pump 3,000 gallons of diesel pre-pad

b. Pump 15,000 gallons of 40# polymulsion pad

c. Fump 6,000 gallons of 40# polymulsion with 3.0 ppg 20/40 sand

d. Pump 1,500 gallons of 40#%# polymulsion with 4.0 ppg 20/40 sand

e. Cut blender and flush to top perf with slicked lease water. DO
NDT OVERFLUSH AND DO NOT CLEAN BLENDER WITH FLUSH. Report maximum
and average treating rates and pressures.

§. Shut—-in well for 4 hours (at least; overnight if you run out of

daylight).

Anticipated Treatment Pressure: 5,000 psi
Anticipated Treatment Rate: 12 BFM
Maximum Treatment Fressure: 8,000 psi

NDTE: Have field copy of the treatment report sent to the Midland
office, Attn: J. Bridgwater.

9. Swab test 8b, 8c, Bd, and Lia zones together. Report results on
morning reports.

jdb 1/17/86



GUIDELINES ON RUNNING CEMENT BOND LOGS
i or /
Run a combination GR-CCL-CBL-CET from m_ to ”0222 as follows:

1. Rig up Class Il jubricator. Insure that ludricstor assembly is
rated to 3000 psi WP, With wellbore filled with fluid, test
lubricator to 2477 Psi. -

2. Service company should perform surface calibrations before running

tool in hole. Calibration should be performed according to their
company’s guidelines. Note: Logging sonde should have s minimum
of three metal centralizers (one above electronics, one above
transmitter, one at bottom of sonde).

3, Thermoneters should be run on each descent and BHT recorded.

4. Log 200 ft. of free pipe (100° from free pipe stationary position).
logging speed should be 3600 ft./hr. or less (1800 ft./hr. .
preferred). Whatever logging speed is selected, it should be kept
constant throughout the entire logging operation. '

5. Log same 200 ft. interval under pressure. A minimum of 1500 psi is

recommended. Do not exceed 202y psi. Note pressure on loge.
Logging speed gshould be the same as in Step &. Note: 1f log
changes drastically from results in Step 4, then the tool is not
working properlye. POOH with tool and check calibration 4f this
oCCUTrS.

6. Release pressure and lower sonde to TD.

7. Log 200 ft. under zero pressure. Note zero pressure on log.
Logging speed should be same as in Step 4.

8. Lower sonde to bottom and log same 200 ft. under pressure. A

ainimum of 1500 psi surface pressure is recommended. Note pressure

on log. Logging speed should be same as in Step 4.

9, Check for micro-annulus. Experience has shown that a mjicro-annulus

exists 90 percent of the time. If well bonded sections are mnon=—
existent or at 2 minfiaum when logged under zero pressure but exist
when logged under pressure, then a micro-annulus exists.. -

10.1f good cement bond is still not apparent by logging under 1500 psi
surface pressure, Terun log across 200 ft. section under higher
pressure.

11.Decide what pressure to run log under. Conpere'log at zero
pressure with log(s) run under pressure. Select pressure to
minimize micro-annulus effect.

12.Log from TD to at jeast (00 ft. above TOC. Log under selected
pressure. Logging speed should be th sanme as in Step 4.
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NAME CODE(S) INTL
NORM —7
TAMIL T
VICKY
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STEPHANE
| CHARLES
1 RULA
MARY ALLICE
CONNIE
MILLLIE
PAM 2] L
Required Action Code
1. Data Entry
2. Filming
3. Posting
a. Card Index
b. File Label
c. Lists
4. Bonding Verification
5. 0Other (See Norm)
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GEARHART GEARHART INDUSTRIES, INC.
e ool omeany]

NECEIVE

MAR 111986

DIVISION OF
OIL. GAS & MINING

February 27, 1986

2 740 23

For final prints of Walker Hollow wells numbers 69, 78

and 9 we have changed the scale from 0-200 to 0-150.

We are sorry for the delay on these wells and hopve this
has not caused any inconvenience for you.

Thank you,

(LD e

J A. Jackson

Final Prints Department

216-16th Street Mall Suite 800 Denver, CO 80202 (303) 893-9196
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UNITED STATES TR IR |

DEPARTMENT OF THE INTERIOR verse aice)
BUREAU OF LAND MANAGEMENT
SUNDRY NOTICES AND REPORTS ON WELLS
(De mot wse this lor- for ‘ro Is to drill or to deepen or plug Sack to n, @ifferent reservolr.

CATION FOR PERMIT—" for such p
3. 7. OBIT SOREENBNT NaAME I

e B S0 O ersm

£ saus oF ersaaToR

Torm 3160-S
‘November 1083)
Formerly 9-331)

8. PARM OB L84S NaME

Walker Hollow Unit
§. WBLL BO.

Melba Knipling 79

10. PIBLD AND POOL, OB WI%.N'ZAT

Exxon Corp.
§. asenzss oF erssaToR

P. 0. Box 1600, Midland, TX 79702 Attn

4. LOCATION OF WELL (Iopo:t loutlon elurly auvd ip accordance with any State requirements.®
r'c also space 17 below.)
surface

1062' FNL and 960' FWL of Sec

Walker Hollow

11 sac. 7. 8. K., O2 BLX, aND
SOBYRY OB AREs

Sec. 1-T7S-R23E

12. CODNTY O8 PasiaR| 13. 87472

34. PRRMIT NO. 38. BizvaTions (Ghow whether Br, 87, O, ote.)
43-047-31644 R 5151 : Uintah Utah

1e. Check Appropnate Box To Indicoie Nature of Notice, Repont, or Other Data

SUBSBQUENT BEFORT OF :

WOTICE OF INTENTION T0:

TEST WATER SRUTOFP
FRACTURE TREAY

PTLL OR ALTER CABINO

MULTIPLE COMPILETE

WATER SRUT-OFP
PRACTURE TREATMENT

SEPAIRING WELL

ALTERING CASING

SNOOT 08 ACIDIRE ABANDON® SROOTING OR ACIDILING ABANDONMERT®
° REPAIR WELL CHANGE PLANE (Other)
Note : Report resuits of multipie completion on Well
(Other) "omplononw:r Recowapletion lep’o‘rt lnd’u‘ form.)

17. BESCRIBE FROPOSED OR COMPLETED OPERATIONE (Clearly siate all pertinent detalls, and give pertinent dates, including estimated date of starting ad
.ropoud‘ e “:orls Lg( well s directionally drilled, give ace ons and measired and irve vertical dopth:‘bt all markers and sones ‘pr
nen! wor.

Subject well has been Temporarily Abandoned as of 6-30-86 in the following manner:

(4-8-86) Squeezed Green River BB & &C perfs with 125 sx CL. G. Reperforated 8C on 4-18-86.
(5-20-86) Set cement retainer at 5360' and squeezed Green River 8D and LAI perforations from
5366'-5425"' with 100 sx CL. H. cement. Tested squeeze 3000 psi, ok.

(6-30-86) Set CIBP @ 5200' and dumped 20' cement on top to plug off open perforations in
Green River 8C 5298-5386'. Tested 500 psi, ok. Filled wellbore with inhibited lease

water a 2 bbls. cut diesel at surface. SI.

JUL 2 8 1386

DIVISION OF
- OIL. GAS & MINING

DATS 7"25—86

LY Section Head
{This space for Federal or State ofice use) [ ——
g::%?«::r APPROVAL, IF ANY: I A%C}'ELF;T %]YVITSEIFE)_,\?_-I-GA?:E
OIL, GAS, AND MINING
®Se lnshuctions on Revene Side {1 /152785 |

BY: Lot A o

.. Title. IB U.S.C. Section 1001. -.kes it 8 crime for any person knowingly and willfully to nok]/o any depl-unem ot ;;;;3“;( the e

a—mt MLalAmants os amecan cantatlicas A0 fa amnu mattde wlthlia loa lneiediatian

e Lammasdlea?



WALKER HOLLOW 79
SEC. 1 T75N R23E
WINTAH, UTAH

4-8-86 Squeezed 8b, 8c, with 125 sx CL.G

4-18-86 Reperforated 8c zone from 5298-5336 with 156-.38" shots.

5-20-86 Set Cement Retainer at 5360' and squeezed 100 sx CL.H cement to plug off
8d and LAI perfs. Plug from 5360 -5425'. Test 3000 psi. ok.

6-30-86 Set CIBP plus 20’ Cement @ 5200'. Test 500 psi 15 min. ok. Filled
wellbore with corrosion treated lease water and 2 bbls cut diesel at
surface.

SHUT WELL IN

Well Temporarily Abandoned 6-30-86

JC/slw
7-24-86

E@EHW/@U

DIVISION OF
OIL. GAS & MINING



Form 3160-4
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e K eoty UNMED STATES

DEPARTMENT OF THE INT
BUREAU OF LAND MANAGEMEN

SUBMIT IN DUPLICA#*

Form approved.
Budget Bureau No. 1004-0137

(See other fn- Expires August 31, 1985

ERIO& "”‘,‘““:’:’i‘d:;‘ . LEASE DESIGNATION AND SERIAL NO.
T 72907 U -28224

WELL COMPLETION OR RECOMPLETION REPORT AND LOG*

T6. IF INDIAN, ALLOTTEE OR TRIBE NAME

1a. TYPE OF WELL: o1,
WELL
b. TYPE OF COMPLETION:

NEW WORK D DERD-
WELT, OVER EN

GAR
WELL

D rILyCG
BACK

DRY D

DIFF.

Other

RESVR. Other

7. UNIT AGREEMENT NAMB

'K TARM OR LEASE NAMD

2. NAME OF OPERATOR
Exxon Corp.

A
Attn: Melba Knipling

3. ADDRESS OF OPERATOR

P. 0. Box 1600, Midland, TX 79702

4. LOCATION OF WELL (Report location clearly and in accordance with any

At surface

1062' FNL and 968 FWL
At top prod. iInterval reported below

At total depth

of Sec.

Walker Hollow Unit

WELL NO.

79

1985 . FIELD AND POOL, OB WILDCAT
ale re Hﬁﬂ?ag—

Walker Hollow

“11. SEC., T., R, M., OR BLOCK AND SURVEY

D.V'S'ON OF OR AREA

OIL.GAS & MINING

Sec. 1-T75-R23E

. 14, PERMIT No: DATE ISSUED 12. COUNTY oOR 13. sTATE
43-047-31644 | 6-19-85 PABISH
Uintah Utah

15. DATE SPUDDED 18. DATE T.D. REAC

HED | 17, PDATE coMrL. (Ready to prod.)

18, ELEVATIONS (DF, RKB, RT, GR, ETC.}* | 19. ELEV. CASINGHEAD

12427—75 1-11-86 T.A. 6-30-86 GR-5151_ DF-5165
20. TOTAL DEPTH, MD & TVD 21, PLUG, BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
HOW MANY® DRILLED BY
5600 5355 — | x |

24. PRODUCING INTERVAL(S8), OF THIS COMPLETION—TOP, BOTTOM, NAME (MD AND TVD)*

Not producing,

Perforated: Green River-8b, 8¢, 8d, LAI ’

25. WAS DIRECTIONAL
SURVEY MADE

il andoned (See Attachment 1) NO
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORBD
L - / -
BIL cpf/cNs MEL SFT . NO__
28. ] CASING RECORD (Report all strings set in well)
CASING SIZE WEIGAT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED
9 5/8" 36 400 13 3/4" 210 sx. 50/50 Poz & Z§§XC#,H Q0
7" 23 5599 8 3/4" 150 Poz Lite & 700 sx CL. 0
29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT® SCREEN (MD) SIZE DEPTH SET (MD) PACKER 3BT (HD)
NONE

31. PERFORATION RECORD (Interval, size and number)

5284-5292 38'"-36
5298-5336 38'"-156

5366-5386 38''-84
5401-5425 38'-100

82.

ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL (MD)

AMOUNT AND KIND OF MATERIAL USED

5284-5292 9bbls dieselw/107% Corexit 7610

5298-5336 39 bbls diesel w/10% Corexit 7610
5366-5386 21 bbls diesel w/10% Corexit 7610
5401-5425 100 bbls diesel w/10% Corexit 7610

33.* PRODUCTION
DATB FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping—size and type of pump) wn‘l;lz;‘ :}:rus (Producing or
SI Temporarily Abandoned
DATE OF TDST HOURS TESTED CHOKB SIZE PROD'N. FOR OIL—BBL. GAS—)MICF. WATER—BBL. GAS-0IL RATIO
TEST PERIOD
- | | l
FLOW. TUBING PRESS. | CASING PRESSURE | CALCULATED OI1.-—BBL. GAS—MCF. WATER—-BBL, OIL GRAVITY-API (CORR.)

24-HOUR RATE
——

|

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.)

TEST WITNESSED BY

35. LIST OF ATTACHMENTS

9L050% e

36. I hereby certify that the foregoing

SIGNED
a Aniplin

attached information is complete and correct as determined from all available records

é?enmm Section Head patg _/-25-86

*(See Instructions and gpcces fer Additional Data on Reverse Side)

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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DEPARTMENT OF THE INTERIO
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structions on [ -= - -
0\’7» side) | 7 LEASE DESIGNATION AND SERIAL No.
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U-28224

WELL COMPLETION OR RECOMPLETION REPORT AND LOG*

T6. IF INDIAN, ALLOTTEE OR TRIBE NAME

7. UNIT AGREEMENT NAME

S FARM OR LEASE NAME

1a. TYPE OF WELL: ol GAR D
WELL WELL DRY Other
b. TYPE OF COMPLETION:
wrr, ovee [ v O maew nESVR. Other
2. NAME OF OPLRATOR ) ' [
Exxon Corp. Attn: Melba Knipling

3. ADDRESS OF OPERATOR

P. 0. Box 1600, Midland, TX 79702

4. LLOCATION OF WELL (Report location clearly and in accordance with any
At surface

1062' FNL and 968 FWL of Sec. DWISION OF

At top prod. interval reported below O".. G AS & M‘N'NG

At total depth

Walker Hollow Unit

WELL NO. .

79

. FIELD AND POOL, OR WILDCAT

Walker Hollow

“11. sEc, T., R, M., OR BLOCK AND SURVEY
OR AREA

Sec. 1—T7S—_R23E

. 14. PERMIT NO: DATE ISSUED 12. COUNTY OR 13. sTATE
43-047-31644 l 6-19-85 PARISH
Uintah Utah
15. pATE SPUDDED 16. DATE T.D. REACHED | 17. DATE coMrL. (Ready to prod.) 18, ELEVATIONS (DF, RKB, RT, GR, ETC.)® 19. ELEV. CASINGHEAD
12-27-75 1-11-86 T.A. 6-30-86 GR-5151_ _DF-5165
20. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., ND & TVD 22. 1IF MULTIPLE COMPL,, 23. INTERVALS ROTARY TOOLS CABLE TOOLS
HOW MANY®* DRILLED BY
5600 5355 — X l
24. PRODUCING INTERVAL(S8), OF THIS COMPLETION—TOP, BOTTOM, NAME (MD AND TVD)* I 25. WAS DIRECTIONAL
SURVEY MADE
Not producing, Perforated: Green River-8b, 8¢, 8d, LAI ‘
orarily Abandoned (See Attachment 1) NO
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORBD
L — )
BIL cpf7cNs MEL SFT . NO
28. ] CASING RECORD (Report all strings set in well)
CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED |
9 _5/8" 36 400 13 3/4" 210 sx. 50/50_P sxCL.H Q
7" 23 5599 8 3/4" 150 Poz Lite & 700 sx CL. 0
- /0-19 -

TUBING RECORD

E ,l) 30.
0'3”') - CEMENT® SCREEN (MD) SIZE

DEPTH SET (MD) PACKER SET (MD)

i T 82. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
Compq TEQ— Bé g_ * DEPTH INTERVAL (MD) AMOUNT AND KIND OF MA.TIIIAL USED
5284-5292 9bbls dieselw/10%Z Corexit 7610
Do wé (TAUE /1 AS 5298-5336 39 bbls diesel w/10% Corexit 7610
, 5366-5386 21 bbls diesel w/10% Corexit 7610
_sucH ok LE 5401-5425 T00 bbls diesel w/10% Corexit 7610
a: S PRODUCTION
DA 5# D /r- 55 ‘ , gas lift, pumping—asize and type of pump) wuhx;‘ ‘s"u;ruu (Producing or
8 -
SI Temporarily Abandoned
WATER—BBL. GAS-OIL RATIO

DI @ )‘ (/ m'z;.r(:)n OIL—BBL. GAS—MCF.,
AJ IT PERIOD

| — | | I

-M’V"“-—— ~—BBI.. GAS—MCF. WATER—-BBL. OIL GRAVITY-API (CORR.)

34. DIAPOSITION OF GAS (8Sold, used for fuel, vented, etc.)

TEST WITNESSED BY

35. LIST OF ATTACHMENTS

9L090% P

36. I hereby certify that the foregoing

attached information is complete and correct as determlned‘trom all available records

[ 4

pare _7-25-86

SIGNED %ITLE Section Head

a fniplin

*(See Instructions and gpaccs fer Additional Data on Reverse Side)

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and wiilfully to make to any department or agency of the

United States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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Form approved.
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Budget Bureau No. 1004-0135

1, 1985

U-28224

SUNDRY NOTICES AND REPORTS ON WELLS

1 1 Is to @rill or to deepen or plug back to a different reservolr.
(Do vot wse this ‘”. A gn.n'é’x"'n'ou FOR PERIﬂT—” for l’ueh P s.)

8. LEASE DERICNATION aND SEAIAL NO.

“07ir INDIAY, ALLOTTEY OB TAIME NaNE

093002

1.
':u. D :n.l. @ OTRER

7. ONIT AORRENSNT NANE
Walker Hollow Unit

3 saxs OF OPSRATOR
Exxon Corp. Attn: David A. Murray

$. PARM O8 kEaSE NaMz

Walker Hollow Unit

§. asoizes OF ermaaATOR
P. 0. Box 1600, Midland, TX 79702 _

4. LOCATION OF WELL (Ropt;rt location elnrl: and in sccordance with any State requirements.®

See aloo space 17 bel
At surface

1062' FNL and 968' FWL of Sec. 1, (Lot 5) NW/4

§. WaLL Ro.
79
10. FBLD a¥D PFOOL, OR WI°.N%4T
Walker Hol

low

SUAYEY Ok ARKs

11. 88C,, 7., 8., M, OB BLE. AND

Sec. 1, T7S, R23E

T¢. PRanIT MO, 15. BLEVATIONS (Bbow whetber o7, BT, OB, eic.) 13. COONTY ot PARISE| 13. #TaTE

43-047-31644 : Gr.-5151 Uintah uT
ze. Check Appropnate Box To Indicaie Nature of Notice, Report, or Other Data

WOTICR OF INTENTION T0: SOBSBQUESNT REPORT OF :

TEST WaATER SEUT-OFF PTLL OR 4LTER CABING WaTER BRUT-OPP SEPAIRING WELL :

PRACTURS TREAT MULTIPLE COMPLEYE PRACTURE TREATMENT ALTERING CABING

SHOOT 08 ACIDIZER ABANDON® emooTING O acoizING | X ARANDORMENT®

° REPAIR WEBLL CHUANGE PLANS (Otber) ||
oTR : Report resuvlts of multipie eompletion on Well
(Otber) }'omplotlon or Recowpletion Report aad Log fore.)

17. DESCRIBE IROFOSED OR COMPLETED OPERATIONT (Clearly state all pertinent detalls, and give pertivent dates, {ncluding estimated date of starting un

proposed work. l( well ia directionally drilled. give subsurface locativns and measiired and true vertical depths for all markers and sones per

ment to this work.) ®

The following work has been completed on the subject well:

MIRU well service unit 9-8-87.

Perforated Upper Green River Formation at the following intervals:
3554'-3558"', 3564'-3570', 3720'-3736'. 2 SPF, total of 58 shots.

Stimulated with 1750 gals. 15% HCL, 1000 gals. 1 1/2% HF-6% HCL, and

750 gals. Diesel.

Swab tested 9/11/87 - 9/21/87. Recovered 184 Bbls. water and no oil.

R.I.H. 3800' 2 7/8" tbg. SI.

FRW 9-22-87. Workover unsuccessful.

RECrIVED

SEP) 2'8) 1087)

PIVISIoN OF o
AS g ¢ e

o Permits Supervisor

pars___ 9-25-87

(This space for Federal or State ofice uwee)

DATE

APPROVED BY TITLE
CONDITIONS OF APPROVAL, IV ANY:

®See Instructions on Revene Side

Title 18 U.S.C. Section 1001, makes it 8 crime for any person knowingly and willfully to make to any department ur agency of the
United Stetes any false, fictitious or fraudulent sistements or representstions s to any matter within its jurisdiction.



Form approved.
Budget Bureau No. 100.-0135

Torm 31603 UN_ D STATES SUBMIT IX TRIL _ATE. Expires Acgus
o e DEPARTMENT OF THE INTERIOR ‘o waly ™o/ oo e v s e

@""T‘“”‘_"\ u-28224 00D -LERV

€. if TNDia¥, ALLOTTEE Oa Taisi NANE

BUREAU OF LAND MANAGE

SUNDRY NOTICES AND REPOR A WEI‘.LS‘ i’
(Do wnot use thiv lor- for ;Jco-ah to @rlll or to d:‘-_e_pe ‘" e—t: eren nurvo U 1 g 08 5 9

“AP ATION FOR PERMI
r 7. UNIT A0RBENBNT WAME
i 0O 0 X eram L\ SIUN UE . Walker Hollow Unit
— . PARM OB LS
8. NAMB OF OPERATOR L GAS & MlN'NG 4ABE NAME '
Exxon Corp. Attn: Permits Supervisor Walker Hollow Unit
5. aPokEss oF 6FSasTOR 9. waLL Bo.
P. O. Box 1600, Midland, TX 79702 79
€. LOCATION OF WMELL (leport location elurl: and in sccordadce with any Btate requirements.® - 10. FIELD AND POOL, O% WI%.T'7AT
See also space 17 below.)
At surface : Walker Hollow

311. 85C,, 7., 8., K, O8 BLK. AND
SURYERY O ARXa

1062' FNL and 968' FWL Sec. 1, (Lot 5) NW/4 '

Sec. 1, T7S, R23E

34. PERMIT NO. 18. BLEvanioNs (Ebow whether o7, BT, o8, otle.) 12. COUNTY Ok PARIBE | 13. OTATE

43-047-31644 Gr.-5151 Uintah UuT
16. Check Appropniate Box To Indicaie Nature of Notice, Report, or Other Data

BOTICE OF INTENTION T0: SUBSBQUBNYT REPORT OF :

TEST WaATER SBUTOFY PTLLL OR ALTER CABING WaTES SBUT-OPP ssrammo werr ||

PBACTURE TREAT MNULTIPLE COMPLETE FRACTURE TREATMENT ] ALTERING CABING

SHOOT 08 ACIDIZE ABANDON® )( SROOTING OR ACIDIZING ABANDONMENT®

° REPAIR WELL CHANGE PLANE (Otber)
Note : Report results of mult! letd W
(Other) &omplpuo?:r Rocoupleuo: ley‘::t e:ﬁpl'nx?o:: ) o

17. DLSCRIBE IROFOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detalls, and give pertivent dates, fancluding estimated date of starting a3
proposed work. If well is directiopally drilled. give subsurface locativns and measiired and true vertical lepthufor all markers and sones ‘Dtt

ment to this work.)

Please approve the attached procedure to plug and abandon the captioned well.

18. 1 beredy eerijiy) that the foregoing is true and eorrect
. . .
oo Lo Gy P emsit e _Peraita oparvisss __ murn 11257

(This space for Federal or State ofice uee)

APPROVED BY

CONDITIONS OF APPROVAL, IF ANY:

Federal approval of this actien

is required before commencing

operations.

ITLE

ACCEPTED RM=THE STATE

®See Insiructions on Revene Si

OF UTAH DIVISION OF

/2. -7,5%

OIL, GAS, AND MINING |

AL)

Title 18 U.S.C. Secuon 1001, makes it 8 crime for any person knowingly and willfully té6 make to m}s dép--mem or sgency of the

United States any false, fictitious or fraudulent statements or representations 88 to a

matter within its juris ion.




WELL ABANDONMENT PROCEDURE
WELL: Walker Hollow Unit No. 79 WELL: 10-22-87
OBJECTIVE: To plug and abandon the well.
BACKGROUND: This well was recently recompleted in an Upper Green
River sand (3554'~3736') and tested all water. No other potential

exists for the well. The wellbore was left with a packer and
tubing in the hole.

Formation psi: 1500 psi Prod. csg.: 7%/23%

W.0. fluid: produced brine Minimum drift ID: 6.241"

Max anticipated SITP: <500 psi Max burst (w/1.1 SF): 3960 psi
BOP class: 1III HyS: none anticipated

BOP variances apply: yes BOP service: sweet

High risk H;S equip req: no
PROCEDURE: L

NOTE: THE BLM REQUIRES 48-HOUR NOTICE PRIOR TO COMMENCING ACTUAL
PLUGGING OPERATIONS. CONTACT THE VERNAL RESOURCE AREA OFFICE AT
(801) 789-1362.

1. MIRU WSU. Load hole with produced water to kill well.
Nipple down production tree and nipple up a class III BOP on
top of the tubinghead and test to company specifications for
a class III BOP. Unset packer and TIH to recover bridge plug
seti in between perforation intervals. POH with tubing
string.

2. Pick up a drillable cement retainer and TIH on 2-7/8" tubing
to 3500'. Set retainer and test backside to 500 psi.

3. Mix and pump 100 sxs of class "H" cement mixed at 16.4 ppg
with a yield of 1.06 cfps using 4.3 gps down 2-7/8" tubing.
Precede cement with 5 bbls of fresh water and displace cement
with 5 bbls fresh water followed by 15 bbls of 9 ppg mud.
Pump until a squeeze pressure of 500 psi over pump-in pres-
sure is obtained. 1If desired squeeze pressure is not ob-
tained after pumping 15 bbls of total displacement, begin
hesitating last 5 bbls of displacement. If squeeze is still
not obtained after pumping a total of 18 bbls of displace-
ment, sting out of retainer and pull tubing string above
retainer, dumping remaining cement in tubing on top of
retainer. POH with tubing string. Nipple down BOP.

4. MIRU perforators and install a class II lubricator on top of
the tubinghead. RIH with a 4" SHC gun and shoot the 7"
casing with 4 spf at 90° phasing at 450'. Retrieve perforat-
ing gun and rig down perforators.

5. Rig up cementers and mix and pump a 150 sx cement plug -
mixed as above - down the 7" casing and up the 7" by 9-5/8"



7.

casing annulus until returns come back to surface. Establish
circulation with fresh water. Wash cement out of 7" and
9-5/8" casing 3' from surface.

Install 1ift yoke onto casinghead to keep it from falling
when cutting casing. cCut 9-5/8" and 7" casings off 3' below
the surface. Install a dry hole marker on the well consist-
ing of a 10-foot pipe cemented in the top of the hole,
extending 4-foot above surface. Weld a steel plate to the
top of the pipe. The steel plate should have the following
inscription on it:

EXXON CO., USA

WALKER HOLLOW UNIT NO. 79
1062' FNL & 968' FWL OF
SECTION 1, T7S, R21E
UINTAH CO., UTAH

DATE WELL PLUGGED

Rig down, move out. élean location.

V74 ,0/28/8

Divisio perations Superintendent

ENGR SUPV
7 7 iﬁ%::

dw3.2proc
whu79.p&a



Form approved.
Budget Bureau No. 1004-0135
Expires August 31, 1985

G. LEASE DEBIGNATION AND SERIAL NO.

: U-28224
?’ﬁ INDIAN, ALLOTTEE OR TRIBE NAME

SUBMIT IN TRIPLI
(Other instructions
verse alde;

UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMEN
SUNDRY NOTICES AND REPORTS @

bis £ m for roponals to drill or to deepen or plug b
(Do not wse or l;up ATION FOR PERMIT—" for such prp

Torm 3160-5
November 1983)
Formerly 9-331)

ATE®
on re-

“1. UNIT AGREEMENT NAME

on oas ormen Walker Hollow Unit
2. WaMBE OF OPERATOR R , N U 8. FARM OR LEASE NAME .
xxon ?brporation Attn: Permits Superyagor : T Walker Hollow Unit

9. WBLL NO.

wonpt 8. “Box 1600, Midland TX 79702

LOCATION OF WELL (Report location clearly and ip accordance with any State requirements.®
See also space 17 below.)
At surface

10. PIELD AND POOL, OR WILDCAT

Walker Hollow

1062 FNL and 986’ FWL of Sec. 1 (lot 5) NW/4 1. e xR 08 LK. 43D
Sec. 1, T7 S, R23E
14. PERMIT NO. 15. BELEVATIONS (Show whether Dr, BT, OR, etc.) 12. COUNTY Ok PARISKE| 13. STATE
43-047-31644 GR - 5151’ Uintah uT
16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION T0: SUBSEQUANT RBFORT OF:

TEST WATER SEHUT-OFF
FRACTURE TREAT MULTIPLE COMPLETE

ABANDON®

PULL OR ALTER CABING

WATER BBUT-OFF BEPAIRING WELL

FRACTUBE TREATMENT ALTERING CABING

SHOOTING OR ACIDIZING ABANDONMENT®

SHOOT OR ACIDIZE 8

(Other)

REPAIR WELL
}.NO'I'I Report results of multiple completion on Well
(Other) [ ompletion or Recompletion Report and Log form.)
DESCRIBE PROPOSED OR COMPLETED OPERATIONE {(Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
propond“vorbhlf well is directionally drilled, give subsurface locations and measiired and true vertical depths for all markers and gones perti-
nent to this work.) ®

CHANGE PLANS

17.

4-18-88 Set Cement retainer at 3500°. Sqz the perfs at 3554°-3736° w/ 100 sx of CLH.

Dump 65’ cmt on top of retainer.
4-19-88 Pressure test plug and casing to 500#-0K. Circulated hole from 3100’ w/ 9ppg mud.
Perf. csg w/ 4 shots at 450°. Established circulation to surf. in 7"x9 5/8" annulus.
Pumped 167 sx of CLH down 7" and out 7"x9 5/8" annulus at surf.
Cut off well head, dig up anchors, install dry hole anchor, fill in ce11ar and
cleaned up Tocation.
Well P&A°d 4-20-88 FRW 4-24-88

4-20-88

18. I bereby certify oregoing is true and correct

Administrative Specialist 05-04-88
BIGNED __.S TITLE —
= (This space for Féleral or State office use)
APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

%See Instructions on Reverse Side

Titie 18 U.S.C. Section 1001, makes it & crime for any person knowingly and willfully to make to any department ur agency of the
United States any false, fictitious or fraudulent statements or representstions ss to any matter within its jurisdiction.
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AP #43-047-31644 ~ UT-080-5-M-177

ety " . UNITED STATES ~~?. . o
ol _ | DEPARTMENT OF THE INTERIOR e _ 7‘5—
' T ' GEOLOGICAL SURVEY . T
CONSERVATION DIVISION R. 23E
— INDIVIDUAL WELL RECORD--- -~ __ 58 er.
PUBLIC LAND: - - - - - - . Data._October 7, 1985 Ref. No.
. Land office____Utah_ _ State__._Utah ' ——
o SerialNe.___ U-28224 County ___ Uintah
Lessee- Exxon Corporation . Field " Walker Hollow Unit
N . NECELYTE
'Operator _Exxon Corporation . District Vernal | -
, . : . . v 1) -
Well No. __7° ‘ Subdivision 0% ° AN 101995
Location __1062' FNL and 968" FWL _ DIVISION OF
- 1ex A GAS & MINING
Dnllmgapproved October 7, 1985 19 Wellelevation 151" gk A5 & MM C;eet _
Dnllmzcommenced __ Decenher’ 27 1085 Total depth 5,600'; PB 5,355 feet .
Drilling ceased _____J.anu.am..l]_, 1986 Injtial productlon TH T .
Temporarily Abandoned June. 30, 1986
Completed for production - ' , 19 Gravity A. P. L L
Abandonment approved_lﬁ.\.ag__, qu_a_ Initial R. P.- ——
Geologic Formations -~ - - ) !h1|luunivo Horizons .
Surface - - MM Tee e Nams .Dtpth: ) Contents
WELL STATUS
~ Yoam Jan. |- Fus. | Man. | Arn. | May | Jowz | Jour | Ave. | Szer. | Ocr. | Nov. | Drxe.
1985 | _. SPUD -
1986 | TD -1 TA
[9e , Abd.
ECE N N S __IP+B
REMAREKS Geologic Mg[kgns see well %ilﬁ .

Casinag Record: sfc - 9 5/8", 36# 6 400" w/285 sxs
prod - 7", 23# @ 5 599! w/8R0 cxs
set CIRP @ 5.200' w/20' cement on_tap

LS. GOVERNMENT PRINTING OFFICE : 1964=-0~746-789
393066
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